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Cement Board Screw, CSK/Phil., nibs. 

tech info call code: S941120151 
countersunk head / Phillips drive 
head-top rings + underhead nibs 

hi-lo thread 

  
 

SIZE  KG/M LBS/M PACKING CODE 

#8x1-1/4 (4.2x32) 2.28 5.02 1 LB  

#8x1-5/8 (4.2x41) 3.37 7.43 1 LB  
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Chipboard Screw, double CSK/pozi. 

tech info call code: R3101920141 
double countersunk head / Pozi drive 

chipboard thread (40° thread) 
CE 14592 certified 

 

DIA. M3 M3.5 M4 M4.5 M5 M6 

KG per 1000 pcs 

13 0.48 0.6 0.84    

16 0.57 0.75 1.02 1.48   

20 0.68 0.89 1.2 1.72   

25 0.83 1.07 1.42 2.02 2.47  

30 0.97 1.24 1.64 2.31 2.82 4.26 

35 1.11 1.42 1.86 2.61 3.17 4.78 

40 1.25 1.6 2.08 2.91 3.52 5.29 

45 1.4 1.78 2.3 3.2 3.88 5.8 

50 1.54 1.95 2.53 3.5 4.23 6.32 

60   2.97 4.09 4.93 7.34 

70   3.41 4.68 5.64 8.37 

80    5.28 6.34 9.4 

90     7.05 10.42 

100     7.75 11.45 

120     9.16 13.51 

140      15.56 

160      17.61 

 

Chipboard Screw, double CSK/star, nibs. 

tech info call code: S14022420171 
double countersunk head / star drive 

underhead nibs 
chipboard thread (40° thread) 

 

DIA. 3.0 3.5 4.0 4.5 5.0 6.0 

KG per 1000 pcs 

15  0.85 1.07    

20 0.8 1.04 1.31 1.78 2.13  

25 0.94 1.22 1.54 2.08 2.5  

30 1.08 1.41 1.77 2.39 2.86  

35 1.23 1.59 2.01 2.69 3.23  

40 1.37 1.78 2.24 2.24 3.6 5.42 

45 1.51 1.96 2.47 3.31 3.97  

50  2.15 2.71 3.61 4.33 6.48 

60   3.17 4.22 5.07 7.54 
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DIA. 3.0 3.5 4.0 4.5 5.0 6.0 

70   3.64 4.84 5.8 8.61 

80    5.45 6.54 9.67 

90     7.27 10.73 

100     8 11.8 

120     9.47 13.92 

140      16.05 

160      18.17 

 

Chipboard Screw, CSK/star, nibs. 

tech info call code: S15030320171 
countersunk head / star drive 

underhead nibs 
hi-lo thread 

 
 
 
 
 
 

SIZE 4.2x25 4.2x35 4.2x40 4.2x45 4.2x55 4.2x75 

KG per 1000 pcs 

 1.96 2.57 2.88 3.18 3.8 5.02 

 

Chipboard Screw, double oval/star, 6 nibs+6 flutes, type 17 

tech info call code: S23070320171 
double oval head / star 

CB thread type 17 
underhead nibs, flutes 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

hi-lo sharp point 

hi-lo square sharp point 
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Deck Screw, bugle/combo. 

tech info call code: S10111420151 
bugle head / combination drive 

Phillips + square 
coarse thread 

 

 

SIZE  KG/M LBS/M PACKING CODE 

6x1-1/4 (3.5x32) 1.95 4.29 bulk  

6x1-5/8 (3.5x41) 2.41 5.31 bulk  

8x2 (4.2x51) 3.9 8.59 bulk  

9x2-1/2 (4.5x64) 5.37 11.83 bulk  

9x3 (4.5x76) 6.27 13.82 bulk  

10x3-1/2 (4.8x89) 8.64 19.04 bulk  

10x4 (4.8x102) 9.71 21.4 bulk  

 

Deck Screw, bugle/star, type 17. 

tech info call code: S84520151 
bugle head / star drive 

type 17 thread cut 
coarse thread 

 

 

SIZE  KG/M LBS/M PACKING CODE 

7x1-1/4 (3.9x32) 1.91 4.21 box  

8x1-5/8 (4.2x41) 2.94 6.48 box  

8x2 (4.2x51) 3.55 7.82 box  

9x2-1/2 (4.5x64) 5.29 11.66 box  

9x3 (4.5x76) 6.27 6.61 box  

10x3-1/2 (4.8x89) 8.55 18.85 box  

10x4 (4.8x102) 9.71 21.4 box  

 

Deck Screw, trim/star, type 17. 

tech info call code: S64320151 
trim head / star drive 

type 17 thread cut 
coarse thread 

 

 

SIZE  KG/M LBS/M PACKING CODE 

7x1-5/8 (3.9x41) 2.42 5.33 bucket  

7x2 (3.9x51) 2.9 6.39 bucket  

7x2-1/2 (3.9x64) 3.6 7.93 bucket  

7x3 (3.9x76) 4.3 9.47 bucket  
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SIZE  KG/M LBS/M PACKING CODE 

8x3-1/2 (4.2x89) 5.69 12.54 bucket  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

DIN 7504 SDS. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

DIA. ST 2.9 ST 3.5 ST 4.2 ST 4.8 ST 5.5 ST 6.3 

drilling depth 0.7~1.9 0.7~2.25 1.75~3 1.75~4.4 1.75~5.25 2~6 

minimum grip length 

9.5 (3.25) (2.85)     

13 6.6 6.2 4.3 (3.7)   

16 9.6 9.2 7.3 5.8 (5)  

19 12.5 12.1 10.3 8.7 8 7 

22  15.1 13.3 11.7 11 10 

25  18.1 16.3 14.7 14 13 

32   23 21.5 21 20 

38   29 27.5 27 26 

45    34.5 34 33 

Form K 
IND. hex 

Form L 
IND. hex slot 

Form M 
pan 

Form O 
CSK 

Form R 
oval 
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DIA. ST 2.9 ST 3.5 ST 4.2 ST 4.8 ST 5.5 ST 6.3 

50    39.5 39 38 

 

DIN 7981, pan STS. 

cross recessed pan head tapping screws 
sim. ISO 7049 

type H: Phillips 
type Z: Pozi 

 

DIA. ST 2.9 ST 3.5 ST 4.2 ST 4.8 ST 5.5 ST 6.3 

KG per 1000 pcs 

9.5 0.51 0.79 1.22 1.85   

13 0.63 0.97 1.46 2.2 3.2 3.9 

16 0.74 1.12 1.67 2.5 3.6 4.44 

19 0.65 1.27 1.88 2.8 4 4.98 

22  1.42 2.1 3.1 4.38 5.52 

25  1.57 2.3 3.4 4.76 6.06 

32   2.8 4.1 5.67 7.32 

38    4.7 6.45 8.4 

 

DIN 7982, CSK STS. 

cross recessed countersunk head tapping screws 
sim. ISO 7050 

type H: Phillips 
type Z: Pozi 

 

DIA. ST 2.9 ST 3.5 ST 4.2 ST 4.8 ST 5.5 ST 6.3 

KG per 1000 pcs 

9.5 0.35 0.54 0.77 1.1   

13 0.48 0.72 1.02 1.45 2.11 2.53 

16 0.58 0.87 1.23 1.75 2.49 3.07 

19 0.69 1.02 1.44 2.05 2.87 3.61 

22  1.17 1.65 2.35 3.26 4.15 

25  1.32 1.86 2.65 3.65 4.69 

32   2.35 3.35 4.56 5.95 

38     5.43 7.03 
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DIN 7983, oval STS. 

cross recessed raised countersunk head tapping screws 
sim. ISO 7051 

type H: Phillips 
type Z: Pozi 

 

DIA. ST 2.9 ST 3.5 ST 4.2 ST 4.8 ST 5.5 ST 6.3 

KG per 1000 pcs 

9.5 0.44 0.72 1.07 1.53   

13 0.56 0.89 1.32 1.88 2.74 3.46 

16 0.67 1.05 1.53 2.18 3.12 4 

19 0.78 1.2 1.74 2.48 3.51 4.54 

22  1.35 1.95 2.78 3.89 5.08 

25  1.51 2.16 3.08 4.28 5.62 

32   2.65 3.78 5.19 6.88 

38     5.97 7.95 

 

Drilling Screw, wafer/Phil. 

 tech info call code: R412720141 
wafer (modified truss) head / Phillips drive 

with self drilling point 
type AB thread  

 
 

SIZE  KG/M LBS/M PACKING CODE 

8x1/2 (4.2x13) 1.72 3.8 bulk  

8x1 (4.2x25) 2.44 5.4 bulk  

8x1-1/4 (4.2x32) 2.9 6.4 bulk  

8x1-5/8 (4.2x41) 3.51 7.75 bulk  

8x2 (4.2x51) 4.48 9.87 bulk  

8x2-1/2 (4.2x64) 5.4 11.9 bulk  

8x3 (4.2x76) 6.26 13.8 bulk  

10x1/2 (4.8x13) 2.6 5.73 bulk  

10x5/8 (4.8x16) 2.89 6.37 bulk  

10x3/4 (4.8x19) 3.08 6.8 bulk  

10x1 (4.8x25) 3.75 8.26 bulk  

10x1-1/4 (4.8x32) 4.4 9.71 bulk  

10x1-1/2 (4.8x38) 5.01 11.04 bulk  
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Drywall Screw, bugle/Phil.  

tech info call code: R191720141 
bugle head / Phillips drive 

 
coarse thread 

for wood applications 
 

fine (twinfast) thread 
for metal application 

 
CE 14566 certified 

 
 

SIZE  KG/M LBS/M PACKING CODE 

6x1/2 (3.5x13) 0.85 1.87 25 LBS  

6x5/8 (3.5x16) 0.97 2.14 25 LBS  

6x3/4 (3.5x19) 1.08 2.38 25 LBS  

6x1 (3.5x25) 1.34 2.95 25 LBS  

6x1-1/8 (3.5x29) 1.48 3.26 25 LBS  

6x1-1/4 (3.5x32) 1.65 3.64 25 LBS  

6x1-3/8 (3.5x35) 1.76 3.88 25 LBS  

6x1-1/2 (3.5x38) 1.89 4.17 25 LBS  

6x1-5/8 (3.5x41) 2.04 4.5 25 LBS  

6x1-3/4 (3.5x45) 2.17 4.78 25 LBS  

6x2 (3.5x51) 2.47 5.45 25 LBS  

6x2-1/2 (3.5x64) 2.98 6.57 25 LBS  

6x3 (3.5x76) 3.52 7.76 25 LBS  

7x3/4 (3.9x19) 1.27 2.8 25 LBS  

7x1 (3.9x25) 1.58 3.48 25 LBS  

7x1-1/8 (3.9x29) 1.84 4.06 25 LBS  

7x1-1/4 (3.9x32) 1.95 4.3 25 LBS  

7x1-3/8 (3.9x35) 2.1 4.63 25 LBS  

7x1-1/2 (3.9x38) 2.24 4.94 25 LBS  

7x1-3/4 (3.9x45) 2.51 5.53 25 LBS  

7x2 (3.9x51) 2.91 6.42 25 LBS  

7x2-1/4 (3.9x58) 3.25 7.17 25 LBS  

7x2-1/2 (3.9x64) 3.52 7.76 25 LBS  

7x2-3/4 (3.9x70) 3.93 8.66 25 LBS  

7x3 (3.9x76) 4.43 9.77 25 LBS  

8x5/8 (4.2x16) 1.26 2.78 25 LBS  

8x3/4 (4.2x19) 1.44 3.17 25 LBS  

8x1 (4.2x25) 1.82 4.01 25 LBS  

8x1-1/4 (4.2x32) 2.19 4.83 25 LBS  

8x1-1/2 (4.2x38) 2.58 5.69 25 LBS  

8x1-3/4 (4.2x45) 3 6.61 25 LBS  

fine thread 

coarse thread 



 

New Fastener LLC 

http://www.NewFastener.com 

Page 11 

 

SIZE  KG/M LBS/M PACKING CODE 

8x2 (4.2x51) 3.34 7.36 25 LBS  

8x2-1/4 (4.2x58) 3.72 8.2 25 LBS  

8x2-1/2 (4.2x64) 4.08 8.99 25 LBS  

8x2-3/4 (4.2x70) 4.5 9.92 25 LBS  

8x3 (4.2x76) 4.8 10.58 25 LBS  

8x3-1/2 (4.2x89) 5.7 12.57 25 LBS  

8x4 (4.2x102) 6.36 14.02 25 LBS  

10x1 (4.8x25) 2.61 5.75 25 LBS  

10x1-1/2 (4.8x38) 3.74 8.25 25 LBS  

10x2 (4.8x51) 4.63 10.21 25 LBS  

10x2-1/2 (4.8x64) 5.62 12.39 25 LBS  

10x2-3/4 (4.8x70) 6.19 13.65 25 LBS  

10x3 (4.8x76) 6.6 14.55 25 LBS  

10x3-1/2 (4.8x89) 7.83 17.26 25 LBS  

10x4 (4.8x102) 8.24 18.17 25 LBS  

10x4-3/8 (4.8x110) 9.52 20.99 25 LBS  

10x4-3/4 (4.8x120) 10.34 22.8 25 LBS  

10x5 (4.8x127) 10.8 23.81 25 LBS  

10x5-1/8 (4.8x130) 11.05 24.36 25 LBS  

10x5-1/2 (4.8x140) 11.87 26.17 25 LBS  

10x6 (4.8x152) 12.87 28.37 25 LBS  
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Drywall Screw, pan framing/Phil., serration. 

tech info call code: R522020151 
pan framing head / Phillips drive 

with underhead serrations 
twinfast thread  

 

 

SIZE  KG/M LBS/M PACKING CODE 

6x3/8 (3.5x9.5) 0.93 2.05 5 LBS  

6x7/16 (3.5x11) 1.14 2.51 5 LBS  

7x7/16 (3.9x11) 1.15 2.53 5 LBS  

 

Drywall Screw, trim/square. 

tech info call code: S74420151 
trim head / square drive 

twinfast thread 
 
 

 

 

Drywall Drilling Screw, bugle/Phil. 

tech info call code: R13010320171 
bugle head / Phillips drive 

with self drilling point 
type AB thread  

 

 

SIZE  KG/M LBS/M PACKING CODE 

6x1-1/4 3.5x32 1.8 3.96 5 LBS  

6x1-5/8 3.5x41 2.22 4.89 5 LBS  

6x2 3.5x51 2.68 5.9 5 LBS  

8x2 4.2x64 4.45 9.81 5 LBS  

8x2-5/8 4.2x67 4.64 10.23 5 LBS  

8x3 4.2x76 5.21 11.48 5 LBS  

8x3-1/2 4.2x90 6.1 13.44 5 LBS  

10x3-1/2 4.8x90 8.6 18.95 5 LBS  

10x4 4.8x102 9.67 21.31 5 LBS  

10x4-1/2 4.8x115 10.83 23.87 5 LBS  

10x5-1/2 4.8x140 13.05 28.77 5 LBS  

10x6 4.8x154 14.3 31.52 5 LBS  
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Wood Screw, disc/hex socket, nibs. 

tech info call code: S22062520171 
disc head / hex socket 

wood+cutting thread 
underhead nibs 

 

 

Wood Screw, CSK/star, nibs+thread serration, type 17 

tech info call code: S25071120171 
countersunk head / star drive 

thread serrations+type 17 
underhead nibs 

 

SIZE  KG/M LBS/M PACKING CODE 

8x1-1/4 4.2x32 2.45 5.4 box  

8x1-8/5 4.2x41 3 6.61 box  

8x2 4.2x51 3.61 7.95 box  

9x2-1/2 4.5x64 5.44 11.99 box  

9x3 4.5x76 6.35 13.99 box  

10x3-1/2 4.8x90 8.73 19.24 box  

10x4 4.8x102 9.8 21.6 box  
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